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NOTE:
(1) CONCENTRICITY DF °M° TQ °D* TO BE “N* T.R. MAX.
STUD, ROD| PALNUT {OVERALL| HEIGRT | INSIDE |OUTSIDE| STEEL | KOLE |[DESIGN| TR P H 10 T
OR WIRE | PART NO. | HEIGHT | TOL.* | WASHER | WASHER | THICK, | DIA. “M* MAX ROD DR WIRE SPECIFICATIONS,
DIA. “He DIA. °F* | DIA. “D* N
1. MATERIAL MAY BE MILD STEEL, ALUMINUM, BRASS, ZINC, OR
DTHER MALLEABLE METALS, DR PLASTICS WITH GOOD TYENSILE
2 osaonaes | 1ia - <7 o5 STRENGTH AND TOUGHNESS.
: : ; : : : : : 2. SURFACE HARDNESS MUST NOT EXCEED ROCKWELL 30T-78.
5.0 psososn | 132 13 842 11 25 470 2 | 22 | 4 ENDS MUST BE FREE OF DISTORTION OR BURRS. CHAMFER ENDS
6.0 PS060313 | 1.45 13 9.85 135 25 569 2 25 B8 x 43° FOR EASIER ASSEMBLY.
S. NICKEL, CHROMIUM DR OTHER HARD FINISHES ON STEEL
80 PS080316 | 150 18 11.58 15.9 38 757 2 30 0R DI CAST STUDS ARE NOJ RECOMMENDED.
100 PS100315 | 142 18 1257 191 4 957 2 30
Controlled copy must be in Red
ALL DIMENSIONS IN mm .
pal® paLnuT @ on serT @ pusknut @
TINN AN PALNUT TITLE
ENGIN RED PRO: CTS, LLC
573870 | Y| REDRAWN 70 AUTOCAD 2000 S PUSHNUT FASTENERS,
/5799 3 1257 wAS 1387 DN PSI0031S PER EC #2057 KJD
4/21797 |_R__| CORRECTED MAT'L THK, GN PSI00319 PER EC #9781 BAD | MATERIAL: RDUN,D {LAT TYPE
e | PSR e MBS0 CARBON SPRING STEEL e TR iRe DS STUDS:
B/2793 | W | REDRAWN 10 CAD; ADDED 84 SIZE D RODS OR WIRE LIGHT DUTY
10/31/89 L PS 100319 MAT'L WAS 43 EC 583 L. DRAWN:
5/1/86 | X | ADBED TIR. SPEC & NOTE e CL. RELEASED SCALE
e o e ao7ie £+ HARDNESS: ROCKWELL 1SN 80-85 DATE' /3780 |PART No: VARIOUS NONE
8718782 | G | PART PSI00319 HT. TOL VAS .13 ERN CHECKED: !
73ige |+ PART & PSIOWSI9 REL. T/1703 AT, (,ﬂm' 799 |DWG No.
DATE |REV DESCRIPTION BY RPPROVERGF L~ PS-3 werrics

Référence

138 603 002
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